
B O I L I N G  P O I NTB O I L I N G  P O I NT

TYPICAL DRY

341oC
646oF   

SPECIALIST RACING  
BRAKE FLUID

halobyorthene.com



Lower compressibility over extended temperature range
Dry fluid vapour lock test

Developed by specialists, 
specifically for track use

Unique Fade Resistant 
Technology

The purest methyl borate 
ester base structure

Specially selected, high-quality 
additives

Halo P1 is developed by Orthene, renowned 
brake fluid experts with over 45 years 
experience in creating high-performance 
brake fluids for both road and racing.

Ensures low and stable compressibility  
over an extended temperature range, 
delivering a more consistent pedal feel over 
an entire race distance.

Gives the fluid an extremely high polarity, 
which means that the molecules repel each 
other and make the fluid highly resistant to 
compression, even at higher temperatures.

A high boiling point of 646°F/341°C and a 
unique blend of high-quality additives protect  
performance, maintains low compressibility 
and significantly reduce brake fade.

Temperature

Market leader

Co
m

pr
es

si
on

120
50

oF
oC

0

6

12

2

8

14

4

10

360240 480180 420300 540140 380260 500200 440320 560
300250200150 175 225 275125

160

Pi
st

on
 tr

av
el

 in
 m

m

400280 520220 460340

Halo By Orthene 
Unit 6, Brember Rd 
Harrow  HA2 8UJ

info@halobyorthene.com  
+44 (0)20 8864 4414 
halobyorthene.com


